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AIR VACUUM / RELEASE VALVE VAULT 
(TYPICAL 6’ MANHOLE) 
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BLOCKING AT END OF 
CASING PIPE 
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BOLT – SLOT 
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CONCRETE ANCHOR FOR 
VERTICLE BENDS 
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CONCRETE ANCHOR 
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CONCRETE ENCASEMENT 
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CONCRETE THRUST BLOCKS 
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CONNECTION TO EXISTING 
MANHOLES 
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PRECAST DROP MANHOLE 
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FORCEMAIN IN-LINE CLEANOUT 
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GRAVITY SEWER IN-LINE CLEANOUT 
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INSIDE DROP MANHOLE 
(FOR EXISTING MANHOLES ONLY) 
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TYPICAL MANHOLE 



ANTRIM TOWNSHIP 
SANITARY SEWER CONSTRUCTION SPECIFICATIONS 

99 

 

INSPECTION MANHOLE 
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MANHOLE FRAME 
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MANHOLE LID 
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PIPE WALL PENETRATION 
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PRESSURE SERVICE LINE 
CONNECTION 

 



ANTRIM TOWNSHIP 
SANITARY SEWER CONSTRUCTION SPECIFICATIONS 

104 

 
 

 

 
BORING SECTION 
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BORING W/ MULTIPLE PIPES 
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TYPICAL PIPE TRENCH AND 
EMBEDMENT DETAIL 
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BACKFILL 
(Not to Scale) 
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NOTES: 
 

1. No rocks within six inches (6”) of the pipe. 
2. Line must be air or water tested, and witnessed by the ATMA.2 
3. Cleanout must be established at every eighty foot (80’) interval of line. 
4. Any line exceeding eighty feet (80’) in length, shall have an additional 

cleanout in the middle of the line, and cleanouts shall be equally spaced.2 
5. The two foot (2’) stone cover shall not be placed until after inspection by the 

ATMA, and only Type 57 stone shall be used for backfill.2 
6. An additional two feet (2’) of 2RC stone shall be placed over pipe in areas of 

vehicular traffic such as drive or parking areas for a total of four feet (4’) of 
stone cover.  (See Backfill detail)3 

7. The entire pipe shall be laid on six inches (6”) of Type #57 stone bedding. 
8. The Township requires a minimum of four feet (4’) of cover over the entire 

length of the pipe. 
9. At least twenty-four (24) hour’s notice is required at the time of such 

connection and inspection are to be done. 
 
 
 
 
 

HOUSE SERVICE CONNECTION 
(LATERAL) 

                                                 
1 Added January 19, 2004 
2 Revised January 19, 2004 
 
 


